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MODEL DST-810

B Specification

Number of Shaft : 8 ea

Speed Range : 10- 230rpm
Accuracy of Speed : = 1 rpm
Drive system : Stepping Motor

" W Feature
Model DST-810

- Microprocessor control and digital display
- Stability of rotation speed by pulse motor

and digital control
- Low noise and vibration

- Simple and convenient designed to user

- Automatic lifter with motor driven.
- Time monitor and sampling schedule
- Power : AC220V 60HZ 1500W

e

Temp. circulator : Digital Auto P.ID. control 0.1°C Display, AC220V 1000W,

Pump Circulator 1/20Hp
Control Accuracy : £ 0.2°C at 37°C
Temp.range : ambient +3°C to 45°C

Time Monitor : Digital display (99H59M59S)
Elapsed Time & Stop( with alarm), Total Time
Speed Monitor : Digital display( 0 - 250rpm)
Dimension (overall) : W605 x D465 x H550mm

Vertical Lifter : Automatic motor driven

Rotating Basket : ( as per USP) 8 ea

Paddle " " )8 ea

Sinker " " )8 ea

Vessel(with Lid) :( “ " )8 ea
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LABFINE Tel 031-467-2525/6, Fax. 031-467-2527, E-mail. labfine@labfine.com
Homepage. http://www.labfine.com
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