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FLT-600S/ 650S/ 073S/ 074S/ 084S/ 085S/ 1207S/ 12088,
1210S and FLT-1213S

-Single chamber.

-Temperature and Humidity Range : 0-60°C.
-Temperature and Humidity accuracy +0.3°C/ +2.5%RH.
-Temperature and Humidity uniformity + 0.5°C/ +3.0%RH.
-PID Cotrolled with LCD display.

-HYGROMER®Humidity sensor.

-Built in Digital Recorder.

-Balanced Temperature and Humidity Control
system(B.T.H.C).

-Running hours of operation counter.

—Safety Device : ELB, Refrigerator Overload Relay,
Overheat

MODEL FLT-073S Protector, Water Empty. : Heater Burn out Protector,

H Specification

Temp. & Humidity Cont.:

Temp. Humidity Sensor
Over Heat Protector
Refrigerator

Water Supply

Caster

Heater Control
Circulation Fan
Recorder

Heater
Humidifier
Door

Door Gasket

Insulation

LABFINE

Time Delay System for refrigerator
Power : AC220V 60HZ

OYO FK-5510, Ten key type, LCD display (128 * 48 dot matrix)
Output DC4 — 20mA (RS232c option), PID auto tuning,

Clock, Date, DC4 — 20mA, Back light CFL

0.1T& 0.1%RH display, Control sensitivity 0.01C

- HYGROMER® Humidity Sensor, RTD pt 100 ohm, Rotronic Ag.
: RTD pt 100 ohm, Digital Temp.controller
: AC220V 60HZ 600w (2 way system, with solenoid valve)

Start Delay Timer 3 min.

: Automatic Float sensor & Solenoid valve system.

Water Storage Tank  : Poly Tank 20 liter
: Urethane roller with stopper

: S.S.R (Zero Crossing Relay)
. Axial fan motor

: YOKOGAWA SR10000, Digital display, 100mm width
6 Point dot type 0.1°C, 0.1%RH,
: Strip wire heater

: SUS#304 Pipe heater
: Double Door (Full view safety glass & Heater)
: (in) Silicone Sponge Gasket

(out) Magnetic rubber gasket
: Polyurethane form
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